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A LDO AND XEM CONNECTORS (J1 / J19 / MC1-MC3)
A A
MC1
100-contact XEM socket
i 119 B ) MC2 MC3
[XEM_1v8}—] vcco_s4 Bank 84 Input  Bank 64 input VCCOo_64
50-contact LDO socket 24 — contact unused Socket 31vcco s Bank 84 input  Bank 64 input vccu,au 80-contact XEM socket 80-contact XEM socket
5
] ] DGND Ground  Ground DGND Y 2 1 2
= 1 2 = DGND “ yorry 22
s I e el o E PO T e e s T [ i
Slne Unused  data to XEM 028 2 5| 6 m ::Z’tz:’:zzi ;:}O’le Z:g 2:1: :zz’ti: JTAG_TMS JTAG input  Ground DGND S Mer_meN3_226 X from XEM  RX to XEM MGT_RXN3_226 |-~
Zne Unused  data to XEM 03[ £s 1 s P Dt * : - JTAG_TDO JTAG output  Battery input veaTT |- DGND Ground  Ground DGND
2ne Unused  data to XEM D4 2 D4 B 10 15 I GPIO ML GPIO AEL3 L DGND Ground  ADC input — xaoc_N P& 2 MeT_TXP2_226 TX from XEM  RX to XEM MGT_RXP2_226 | -2
L I Unused  clock to ASIC ckn A2 [EES] m 12 ET e GPIO ABLA  GPIO AFL3 et B885_L1P GPIO K10 ADC input + xaoc_ve [12- 24 Mor_TXN2_226 TX from XEM  RX to XEM MGT_RXN2_226 [12- 1. Function: Connect the inherited LDO—-board digital interface and 3.3 V feed to the XEMB305; J19 is the retained
Blne Unused  chip reset CHIP_RESET |24 CHIZSRESEY 13| l1s 19| Sl GPIO WLG  GPIO ADLS e B85_LIN GPIO K9 ADC reference VREFP DGND Ground  Ground DGND ausdlien seekat
L] I Unused  Unused ne e 15 16 2 :::’i:P 5:; ;1i Z:; iglz Z:t’ti: B85_L2P GPIO J11  ADC ground GNDADC 25 vor_TxP1_226 TX from XEM  RX to XEM MGT_RXP1_226 | -5 y ’
e Unused  impedance test iMp_tesT 8 IMP_TEST ET l1s 23 " v 11‘ L B85_L2N GPIO J10  Onboard 1.8 V vecane |12 A7 Mor_TXN1_226 TX from XEM  RX to XEM MGT_RXN1_226 [£&-
LI Unused  front—end reset FE_RESET [22 FERESET 19| l20 ;::[ii: z:iti Z:; iz; a5 L::;;czi B85_L3P GPIO J9  Ground ooN |22 19 peNp Ground  Ground ooN |22 2. Source / changes: Inherited Gerald LDO pin map; Codex designed this carrier integration, not a manufacturer
21 " 22 SPICLK -1 -~ -] o —LoF_! e 22 21 22 R . R . . a o o P
B ESE E:ﬁ:: Z::::z f:::: S:Tﬁé: 24 SPLLATCH % % gaﬂum GPID AAL3  GPID ACLY B84_L5N_HDGC [22- :::’i: GSD‘OH:? z:; 2; :::’tz:’:gzzz E:Eﬂi:gi;: :: :::: ii: :i : iz: :z?:::ﬁ;:z application circuit. Oct 2 Gerald native source and the V19 source ZIP differ; confirm the physical LDO revision. B
25) ¢ Tl (R Gk (HD SPLLDINL |28 SPLDINL = — 3] “2412*’ GPIO W12 GPID AB15 BB:JEUDGC* i O DY Boeloroec 20! 25 enp . ooNo |28 Opal Kelly XEM8305 Expansion Connectors, MC1/MC2/MC3 tables: https://docs.opalkelly.com/xem8305/expansion—connectors/
STMSTART 27} g1y\_sTART stim start  right config data  SPIDINR |22 SELDINR Ex Btk GPID W13 GPID AB16 LR == <7 885_15p_HDGC GPIO 610  GPIO D10 B85_LBN_HDGC |25 27 yer_1xp3_225 X from XEM  RX to XEM MGT_RxP3_225 |28 Hirose DF40 Series catalog, Jan 2025, pp5-6,9: https://www.hirose.com/en/product/series/DF40 .
STIM_CLK 29 q 30 DGND Ground  Ground DGND 30 29 30
msw,ﬂ« stim clock  Unused NC; 35| e 1otp P10 1B GPID ADLS a6 L18p 26 =21 B85_L5N_HDGC GPID 69 GPIO D9 BOS.L9P [ - 3—1M5U><N3,225 TX from XEM  RX to XEM MGT_RXNS_225 - Samtec ERF6 recommended PCB layout, Rev C (18 Feb 2022), sheetl Figl and Tablel:
2=t =] STIM_EN stim enable  Unused NC == 37| " - B85_L6P_HDGC GPIO F10  GPIO C9 BB5_LIN == DGND Ground  Ground DGND 5 R
SUMCHB  33foriy_cup charge balance recording alignment syne 24 S 39| SRl GPIO AALE  GPIO AE16 S Iml B85_L6N_HDGC GPIO F9  GPID B9 B85_L10P [24 33 wer_txp2_225 TX from XEM  RX to XEM MGT_RXP2_225 [3% https://suddendocs.samtec.com/prints/erf6 —xx—xx.x—x—dv—a—xx—k—xr—footprint.pdf
35\ Unused  clock from ASIC  CLK32MHZ 22 CESZH 2 HMZ’LBP GPIO Y17 GPID AEL7 Bﬁz’mpi DGND Ground  GPID A9 B85_L1ON [22 350 ver_1xnz_225 TX from XEM  RX to XEM MGT_RXN2_225 |22 V26: Codex corrected all six MC1/MC2/MC3 —A locating holes from 1.20 to 0.95 mm:; finished NPTH tolerance +/-0.05 mm.
3Nne Unused  data to XEM D5 22 e Gl GPIO AAL7 GRIO AFL7 SO oy VCCO_85 Bank 85 input  GPIO B10 Bes_L11p PO 37 beno Ground  Ground DGND Contact St 0 : T g
39 %0 06 3] a64_122p GPIO AB17  GPID AC18 B64_L16P |1 %0 39 %0 ontact centers, copper pads, circuit pin maps and tracks are retained. Actual assembly fit is not yet verified.
=2NC Unused  data to XEM D6 45 VCCo_8s Bank 85 input  GPID ALO B85_L11N |-~ —=2{ MGT_TXP1_225 TX from XEM  RX to XEM MGT_RXP1_225 [~— o X A R ) R
Al Unused  dsts to XEM o742 07 Tl B64_L22N GPIO AC17  GPIO AD18 B64_L16N -— VCCO.86 Bank 86 Input  GPID C11 Bo5_L12p |42 1] et TXNL. 225 X from XEM  RX to XEM MGT_RXNL 225 | *2. ASIC 1.8 V limits, LDO contact orientation, current budget, mating height and component clearance remain open.
ml 43 44 08 —-{ B64_L21P GPID AA20  GPID AF18 B64_L15P |-— - - 44 w3l T T m
—=2NC Unused  data to XEM D8 ) Bank 86 | _L12N | [oGno} |--—{beno]
Hne u:ﬁ:a dzt::tart marker READ |18 READ aesesa GPI0 AB20 - GPID AF19 Bl = :Zii ” " m:::; Z:[jn:u - Dﬁz e <4 iz:prxpuzs ™ m:u:eﬂ: i:::dxw MGT. Rxponzzz [si6k -
Hvee isolated, keep open isolated, keep open vee 8 % Ay GFIO ALY GPIO ACL e o DGND Ground  GPIO B14 Be6_L12p |8 7 et rxvo_22s TX from XEM  RX to XEM MGT_RxN0_225 | S
DGND d"'t L d  digital , d DGND L GPIO ABLS  GPID AD19 Sl B86_L6P_HDGC GPIO F14  GPIO Al4 BB(;LlZN 50 [oGno} 9 nm(n ) Ground  Ground : [;GND
e i i e = ey GFI0 Y20 GPIO AD20 AR B 866_L6N_HDGC GPIO riz GPID Ai] B6.L11P ls2 e 54 RercLkop_224 GTH Lm:“! G::ml K i REFCLKOP_225 [°2 e
57 ——{ BB6_LEN _L11P 2= = clock in clock in 225 2=
59 :::’EENNH G;‘:O}\Ziz Z:; izi: ::ﬁ;ti; 60 =1 B6_L5P_HDGC GPIO 612 GPID A12 BB6_L11N |2+ 53] RercLron_224 GTH clock in  GTH clock in REFCLKON_225 | 2
== B64_T3U_| T2U_N12 >~ 56 55 56
61 —=1 B86_L5N_HDGC GPIO F12  GPIO C12 BB6_L10P >— DGND Ground  Ground DGND
[ocro} 63 Z:ZDMP - GP‘::;;“ ::;":azu aaupi:: 64 {oeno] STIM_CHB =1 B86_L4P GPIO J15  GPID B12 B86_L10N |22 ST Mer_txp3_224 TX from XEM  RX to XEM MGT_RXP3_224 |25
READ 65| B4 LN o 10 Ac; CPID ACDl a6i_Lon |66 STIM_EN 59 861N GPIO J14  GPID C14 886_L9P 22 59 Mer_tas_224 TX from XEM  RX to XEM MGT_RXN3_224 [8%
c cuksamHz 67| .., .. : “ les D6 54 6o6130 GPIO Hi4  GPIO C13 Ba6_LoN [52 DGND Ground  Ground DGND €
B64_L11P_GC GPIO AD21  GPIO AD24 B64_LSP | 63 64 63 64
08 69) et L11n cc P10 AE2L GPID ADZ5 a4 on 72 05 oo e GPIO 614  GPID D14 BB6.LEP_HDGC | - ol MGT_TXP2_224 TX from XEM  RX to XEM MGT_RXP2_224 s
07 | e PO 22 CPID ACZS w6t Lup |72 SPLDINR =2 B86_L2P GPIO J13  GPID D13 B86_LBN_HDGC [~ =21 MGT_TXN2_224 TX from XEM  RX to XEM MGT_RXN2_224 >
STIM_CLK 73 " N SPLCLK 57 861N GPIO H13  GPIO E13 Be6_L7P_HDGC [58 DGND Ground  Ground DGND
L B64_L10N GPIO AB22  GPID AD26 B64_L4N " = 69 70 69 70
STIM_START 75 76 |MP_TEST =1 B86_L1P GPIO J12  GPID E12 B86_L7N_HDGC |— —=2{ MGT_TXPL_224 TX from XEM  RX to XEM MGT_RXP1_224 [*—
L B64_LIP GPIO AC22  GPID AF24 Bo4_L3p | MF] 7 72 7 72
SYNC 77 g6t Lo PI0 23 OPID AF2S a6t Lo |78 CLKH -5 et GPIO H12  Ground ] DGND = MGT_TXN1_224 TX from XEM  RX to XEM MGT_RXN1_224 e
SPLDINL 79~ . ) 04 DGND Ground  Ground DGND DGND DGND Ground  Ground DGND
= B64_L8P GPIO AD23  GPID AB25 B64_L2P 75 76 75 76
SPLLATCH 81 82 03 1v8_OUT Power output  Ground DGND —=| MGT_TXP0_224 X from XEM  RX to XEM MGT_RXP0_224 |—
- B64_LEN GPIO AE23  GPID AB26 B64_L2N 77 78 77 78
FE_RESET 83 g 17p e g a5 L1p |84 02 7g 1v8_OUT Power output  Temp diode + DXP [0 ol MGT_TXNO_224 X from XEM  RX to XEM MGT_RXNO_224 oo
|| CHIP_RESET 85 aau:uN T T Bélo:LlN 86 D1 1v8_OUT Power output  Temp diode — DXN |— DGND Ground  Ground DGND ||
87 reservent VRP / reserved  GPID AF20 B64_T1U_N12 |25
89 vrer_64 Bank reference  Power good out  XEM8305_PG [20
VDCIN IN5-15V  Ground ooN |22 DGND
VDCIN IN5-15V  Ground oonp |24 DGND
VDCIN IN5-15V  Ground oonp |28 DGND
VDCIN IN5-15V  Ground DGND ga_m
VDCIN IN5-15V  Ground oonp [2° DGND
D D
H B FPGA BANK POWER (C34 / XEM_1V8) H
C EXTERNAL 3.3 V ACCESS (JP1 / TP19 / TP20)
1. Function: JP1 joins BUCK_3V3 to LDO_3V3; removing its shunt lets a regulated external 3.3 V source feed TP19
b ve} bErLve] , _ relative to TP20.
1. Function: Feed FPGA banks 64/84/85/86 from the module—exported 1.8 V at MC2.75/77/79; C34 provides common 100 nF JP1 P19
: 3V3 TEST / EXT+ .
bypass. G ?
b [BUCK 33} o © {tbo_3v3] 2. Source / changes: Codex test—access circuit, inherited from V18; JP1 now Harwin M20-9990245 with M7566-05 shunt.
{xemM_1v8] 5 < S Adaoted et BRKE305 A0S ) beett (PDF 1) VCeo tink 4 G REMOVE FOR EXT 3V3 Header DRG-00479, issue 23, sheet 2; shunt DRG-00743, issue 13, sheet 2. Dimensions, ratings and mounting pattern:
. Source / changes: Adapted manufacturer , main shee ) inks an ]
. 9 P . p . https://www.harwin.com/products/M20-9990245 ; https://www.harwin.com/products/M7566-05
https://pins.opalkelly.com/downloads/583/download?category_id=3 . Codex integration replaces source R19/R34/R35/R36 X . . X
. 5 . . X X Harwin recommends 1.02 +/-0.05 mm finished holes. V40 deliberately uses 1.10 mm holes and retained 1.70 mm lands
[XEM_1vs] (each 0 ohm) with direct wires; C34=0.1 uF/10 V is retained. No added regulator. Module sequencing/current and . L. X
ASIC—L | tibilit ified. Modul i for standard JLC +0.13/-0.08 mm hole tolerance and manual soldering. This is a Codex adaptation of the recommended pattern.
—level campatibility are unverified. Module power guidance:
https://d ka M Y y 8305,/ . pth . 8305, 0O l:io/ ot Pad centers, pitch and nets are retained: two adjacent vias move +0.30 mm X and four straight power spurs extend.
% ocs.opalkelly.com/xem owering—the—xem . -
. b y b 4 Underlying converter reference: BRK8305 A03, sheet 1 (PDF p1): adding JP1/test access before LDO J1.1/.2 is Codex design.
FEEL https://pins.opalkelly.com/downloads/583/download?category_id=3
“ Remove the shunt before external drive. Selected LDO A has CAD body clearance; physical fit, removal access, solder
04 oF / 10V joints and load limits remain unqualified. Header/shunt ratings are 3 A at 25 C, not a validated system—current budget.
D XEM MOUNTS (MH1-MH4)
7 E INTERNAL MONITOR REFERENCE 7
Tn - TE T 1. Function: Provide four 3.2 mm plated mounting holes with 6.4 mm isolated copper rings for the XEM stack.
1. Function: Connect module VREFP to module GNDADC to select the internal FPGA moanitor reference; keep GNDADC 2. Source / changes: Codex mechanical integration. inherited from carrier V18: this is not a datasheet circuit.
separate from DGND ~ ~ ~ ~ Module mounting positions/stack reference: Opal Kelly XEM8305 Specifications, mechanical drawings:
https://docs.opalkelly.com/xem8305/specifications/ . Nominal module connector stack is 5.0 mm; actual standoffs,
GNDADC GNDADC M3 isolated M3 isolated M3 isolated M3 isolated
| 2. Source / changes: Adapted manufacturer BRK8305 A03 main sheetl (PDFp1), R6 reference link: mating and assembled clearance remain unverified. No electrical components changed in V20. ||
https://pins.opalkelly.com/downloads/583/download?category_id=3 . Codex replaces source R6=0 ohm with a direct
wire; no extra reference IC or RC network. Opal Kelly Expansion Connectors, MC2.14/.16:
https://docs.opalkelly.com/xem8305/expansion—connectors/ . Module reference behavior is inherited; powered monitor
F MAIN 12 V INPUT (JL* / C5 / Cé / C38 / DL*) operation remains unverified.
G G
M V25 LOW-CURRENT RAIL CHECK LEDs
R600 D600
% 1. Function: Accept center—positive 12 V, distribute VDCIN to XEM MC1.91/93/95/97/99 and the buck input; C5/C6/C38 10k RED / 0603 1. Function: Passive red indicators show VDCIN, BUCK_3V3 before
é D'e - . . . [vocin] bypass the rail and D4 shunts transients. Vs JP1, and _LDO,SVB after JPi._ This ld\stmgu\shes convertler out_put
| | 5%¢ [VoCiN} tr—2 2 1 from the jumper—fed LDO rail. A lit LED does n_ot c_onf\rm rail L
2 — accuracy, power—good, sequencing, or communication. Each branch
+ & @ o &0 2. Source / changes: Manufacturer BRK8305 A03 main sheetl (PDFpl), Power Jack and MC1 bypass: addsl ab?“_t 1L mdA é‘t nominal voltage. No GPIO, USB, 1.8 V rail,
PJ-102AH . . . or signal is loaded.
100 nF 50 V X7R +/& 9&0%}}%@@[@@ e ~Co0iip agdapict sbigsg Pl Snpared against source (at 10.8-13.2 V https://pins.opalkelly.com/downloads/583/download?category_id=3 . Inherited source structure/values: C5=220 uF/25 V, &
0.1 uF /50 V Originally C6=C38=0.1 ufF/25 V; D4=SMBJ15CA, J4=PJ-102AH; switched jack pin3 stays open. Codex selects 12 V and omits the [LED_VDCINA]
< alternative J5 input/indicator circuits. TVS clamping, source ripple/load and assembled input protection remain
{oGND] unverified. Module power guidance: https://docs.opalkelly.com/xem8305/powering—the—xem8305/ . 2. Source / changes: These series resistor/LED circuits were
SUBSCA-13-F V&41: C6/C38 change Taiyo TMK105BJ104KV—F to Samsung CLO5B104KB54PNC; 100nF/10% and 0402 retained. dmﬁasn‘a;:é‘mb(ye(Csdeﬁcuai%g% Ef{?j?”%”:wfat;jg:stié fch;ryﬂ;rfevz”zf a
H Rating changes 25V X5R to 50V X7R. Samsung product sheet Size/Characteristics and typical bias/impedance data: Inherited Rﬁoozplp()k‘ Rf,()i:Rﬁ()é:ijky (Vishay, 1%); ’ H
https://product.samsungsem.com/mlcc/CLOSB104KB54PN.do (accessed 180ct2026). At 10.8-13.2V, its typical biased DGQOt*DGQkagb_ﬂtght APT%GfOBESEEgD/B*ERVé Eacthh r;ﬂl feeds
capacitance is slightly higher than the original; this is a sourcing comparison, not powered aor warst—case qualification. ::tSL‘JSmOsrt[(jijGiN[;.ESE‘i'\:trmpgmc'\rcueii Csonnec{iiggsearé S:taioﬂ:d.i
Nefuil Deefuil Kingbright DSANB387 / 1203014455, Rev V.6A (25 Mar 2021),
1.5k RED / 0603 ppl-3: ratings, polarity, and recommended solder pattern.
A https://www.kingbrightusa.com/images/catalog/SPEC/
G LDO 3.3 V AND STIMULATION POWER BOUNDARY [Too3v3} t—2 2 1 APT1608LSECK—J3—-PRV.pdf
= — Vishay D/CRCW e3, document 20035, Rev 14—Apr—2026, ppl-3:
[ ratings, standard 0805 operation, and ordering code. [
https://www.vishay.com/docs/20035/dcrcwe3.pdf
@ Nominal currents are calculated, not measured. LED brightness
at low current, actual rail extremes, assembly polarity, and
- powered rail/ripple/thermal behaviar remain unverified.
° Remove JP1 before externally driving LDO_3V3.
N V41: R601/R602 now UNI-ROYAL 0805W8BF1501T5E,
w 1.5k/1%, 100ppm/K, 125mW standard, 0805. At 3.63V
n o and shorted LED, calculated dissipation is 8.87mW.
C e Royalohm Thick Film Chip Resistors, PDF pp1-3
(printed pp10-12): ratings, dimensions, order code.
https://www.rayalohm.com/assets/pdf/products/smd/1.pdf
[vociv} 1. Function: Convert VDCIN to nominal 3.3 V for the selected LDO A assembly. C47,/C48 bypass VIN; L14/CL49/C50 filter output; R77/R78/C54 set feedback; R602 D602 General—purpose grade; no AEC-Q200 claim.
C53/C55/C56 provide bootstrap/soft—start/bias. SGND_BUCK joins R78/C55/U10.4 to DGND anly at copper NT1. No separate stimulation converters are provided. 1.5k RED / 0603 Cenneciiens, resiser valle and Copper Emaln Unehemged:
u10 Vs
1—2 2 1
PS544:
5R +/4007% A BW6Y TOXR c#tbtdd) paivest source at 10.%—1?.2 \ . 2. Source / changes: Adapted BRK8305 A0O3 main sheetl (PDFp1), U10 converter: https://pins.opalkelly.com/downloads/583/download?category_id=3 . Inherited R =
11
Codex adaptation fits R75=10k (source DNP), omits R76=0 ohm, R1/S1 contral and PG pullup R79. R77=73.2k, R78=22.1k, C54=10pF, C55=3.3nF, C53=100nF,
13 9
™ S| == * N > * * {Bucksv3] C47=22uF, C48=100nF, C49=C50=22uf and L14=3.3uH remain. V33 Codex creates local quiet net SGND_BUCK and copper—only NT1 (not a fitted resistor); the ERC
| 2 sw2 . . . ’ 5 _| m
PER Vo e 1 33 uH flag asserts its DGND feed and adds no hardware. TI TPS54429E SLVSASO (Feb2011), p5 RSA pin map and pl6 items4/8/11: https://www.ti.com/lit/gpn/TPS54429E . LED_BUCKIVIA
This is a Codex lacal implementation of Tl single—point SGND/PGND guidance, not a copied RSA layout. C56 changes from LMK105BJ105KV—F 1uF/10V 0402 to Taiyo
12
VBST [—==——————VBsT MSAST168SB7105KTNAOL 1uF/25V X7R 0603. It adapts TI EVM SLVU444A (Aug2021), pl18 Table7-1 C6 (1uF/16V X7R 0603) to a higher—voltage exact part:
6 P g P g g P
EN
s o 5o https://www.ti.com/lit/ug/slvukbba/slvulhta.pdf ; https://ds.yuden.co.jp/TYCOMPAS /ut/detail?pn=MSAST1685SB7105KTNA01&u=M . Original Source_MPN is retained;
vo |16 B A0 B A0 this is a replacement, not a renamed part. L14 differs from TI pp13—14/Tablel 3.3V row (2.2uH). Loop/startup/ripple/thermal performance remains unverified.
— u u
[vociK} — 3 Howard selected LDO A, Downloads folder ending " 2", on 170ct2026. Its separate J15 INPUT_VDD10, J8 INPUT_VSS10 and AGND connections remain system
£
10.0 k / 1% v |-t requirements; 3.3V—only stimulation is unverified.
J V41: C47 uses TDK C3216X5R1V226MTJOOE, the same 22ufF/35V X5R/1206 under its listed TDK ordering number. J
2
RRECS Cl 5 TDK Catalog PN / TDK PN table, letter 12Jan2023, PDF p12: https://media.futureelectronics.com/PCN/95306_SPCN.PDF .
2 o & pel—=X DGND
2 g g S C48 changes TMK105BJ104KV—F to Samsung CLO5B104KB54PNC: same 100nF/10%/0402, 25V X5R to 50V X7R.
JL e Samsung product sheet Size/Characteristics and typical curves: https://product.samsungsem.com/mlcc/CLO5B104KB54PN.do .
C56 C55 R77 C54 .
1 6F / 25V XTR 330F / 50V 9@ 9 9 8 10 pF| 50 Vv CO! /7?%(0/"?;: standard meﬂgrygﬁiv“] buck feed—forward position C54 changes KEMET CBRO4C100J5GAC to Samsung CLO5C100JB5NNNC; same 10pF/5%/50V/C0G/0402, standard series.
Tr ’ ’ Samsung Size/Characteristics: https://product.samsungsem.com/mlcc/CLO5C100JB5NNN.do (accessed 180ct2026).
U10, L14, all values, pad/net assignments and copper are retained. Typical—data substitution screens do not qualify the power loop.
I SGND_BUCK T NTL I
SGND_BUCK SGND_BUCK _ DGND R78
COPPER TIE 224 k / 1%
SGND_BUCK
DGND
K K
| FT232H BRIDGE AND LOCAL SUPPORT (U501)
J EEPROM AND LOCAL SUPPORT (U505)
USBJTAG_3V3 L 2 L 2 L 2 L 2 L 2 J
L T i T oo T oo T b T oo oo [T L
93LCS6BT—E/MS
. . . . DGND 4
[USBJTAG EECS} » *fesa 9
= 1. Function: Store FT232H configuration in external 16—bit EEPROM: R507/R508 bias clock/select, R509/R510 serve the
528
o 2 a 2 d 1000F data path, C525 bypasses 3.3 V.
S s § E 2 op_7 | [USBJTAG_USB_DP] I - [USBITAG 3V3]
600R 0100MHz g g g g o ” o 2. Source / changes: Adapted manufacturer BRK8305 AO3 JTAG sheet8 (PDFpk):
(] USBJTAG3V3 = 2 TS @55 ,g 3 1 vehv.s = Em| . . 5 S _ _ _ _ [ ]
& ——{USBJTAGFTDLICK] ione i i . i 8 o 0 : dE=a - = ‘ = . Sl =
| S— ADBUSO_/_TCK /5K A3 1. Function: Turn USB into JTAG using the FT232H MPSSE: local bypass/filter branches power the IC, Y500,/C523,/C524 https://pins.opalkelly.com/downloads/583/download?category_id=3 . R507=100k, R508=100k, R509=2k, R510=10k and
. C525=100nF retained. V41 uses blank 93LC56BT—E/MS; the T suffix changes packing only. Source 93LC56B—E/MS—-CFG001
« « A0BUSH_/GPI0L0_17 T3¢ provide 12 MHz clock, and R503/C521 support reset. ) . . X i
- [USBJTAG_EECLK] a2 was configured; no image was supplied. FTDI FT232H FT_000288 v2.2, section7 p49:
<505 I csee ADBUS5_/_GPIOLY 18 =3¢
o . S _ . . . X
AbBuS6_/_pioL2.19 12 3¢ 2. Source / changes: Inherited manufacturer Qpal Kelly BRK8305 A03 JTAG sheet8 (PDFph): https://ftdichip.com/wp—content/uploads/2020/07/DS_FT232H.pdf . EEPROM programming/unique serial and Vivado
q . . discovery remain unverified.
AOBUSIL/_TOL/DO_th |24 https://pins.opalkelly.com/downloads/583/download?category_id=3 . U501 and all local support R/C values/connections . . X . .
=0l EED)| retained, including R502=12k, R503=10k, C521=10nF and C523=C524=18pF. Codex redraws the support wires locally in :!:”’Ch‘p 93><>§56 Dh§20001794j 52023)‘ pplD72,2()ff2,39. LC/Bt/E/MZSD ';t‘”gs‘t;‘”s‘ b"dty BD”dt TS:“:‘”Q Coc
wmoE— " e s s - V18; no electrical change in V20. FTDI FT232H datasheet FT_000288 v2.2, Fig6.1/6.4 pp46,/48: 93/?:-5/51“;13'3;;[ ;Zé;:{dsw; ".fd;/.“m_““:” Sf_d‘i”zg”_ T/EEPQO;’d;: "CS“hmE: S/f ataSheets/
M oy ot |5 https://ftdichip.com/wp—content/uploads,/2020,/07,/DS_FT232H.pdf . USB/MPSSE operation unverified. - - =2l fiemie—{Competiile=Sarial= ~EEEEIEEE o M
N N V41: C521 changes KEMET C0402C103K4RACTU to Samsung CLOSB103KBSNNNC; same 10nF/10% X7R/0402. S 2o Only packing changes; same LC voltage, B 128x16, E temperature, MSOP8 and blank—device provisiaoning.
4 a (—=——{UsaJTAG_FioLT00] : : f . f ; e -
o oz ponsastes oL Voltage rating changes 16V to 50V; reset connection and nominal RC timing retained. Samsung Size/Characteristics:
ACBUS2_/_GPIOH2.26 | -25-3¢ https://product.samsungsem.com/mlcc/CLO5B103KB5NNN.do (accessed 180ct2026). FB500-502 remain exact ariginals. .
z Nes ——X
ACBUS3..GPIOH3 27 [ 215 2
oon oo D scousi . cronn zs | B3¢ -
21 - )
[USBITAG_VBUS_C} = (RS ADBUS3/_THS /_C5 46 6 [U/SBITAG FTDLIMS]
N 3 3 Acauss./.crions 29 [ 25 g |
€511 ~l_ c512 ACBUSE_/_GPIOH6_30 »—)(30 2
4.7uF ~T— 100nF ACBUS7_/_GPIOH7_31 »—)(11 ’
d d Acause_s2 |2
AcBUS9_33 22 5¢ [DGND]
22 VCORE_38
excsus |2 [USBITAG EECS)
N g N
- & eecik i (4 [USBITAG EECIK]
N PR K FOUR JTAG LEVEL SHIFTERS
DGND
USBITAG 37 {veeas?
R503
~ 100
1 ~l_ c518 ™
T 100
< RESET_34 = USBJTAG_FT232_RESET = ?
R502 N N
[ocip) 2 csou csan
DGND 2 2 = rers 8 1000F 1000F
- z :
Sogucausion 3
2 oscLt
& [USBITAG_FTDLICK}———— A3 as 4 [TacTcK] 1. Function: Translate FTDI 3.3 V JTAG to XEM 1.8 V: TCK/TDI/TMS flow A—to—B, TDO B—to—A. Each supply has local 100 0
2 osco2 P nF bypass.
f o 2 2 N = & s 3 ¥ 5| s e ~ 2. Source / changes: Inherited manufacturer BRK8305 A03 JTAG sheet8 (PDFp4), Level Shifters:
https://pins.opalkelly.com/downloads/583/download?category_id=3 . U500/U502/U504 DIR high, U503 DIR low;
16pF DGND [SHo) C503/C504/C507,/C516,/C515/C520/C519/C526 and extra C528 each 100 nF retained without value/cannection changes. Tl
9 SN74AXCAT45, SCES882E (Dec2023), Table7—1 p18/Fig8—1 p19: https://www.ti.com/lit/ds/symlink/sn7kaxcit45.pdf . Codex
] DGND adapts net names/contact endpoints and local drawing: powered JTAG and power—order behavior remain unverified. (
cst6
1000
:
P SNTEAXCITUS0BYR 5 P
[USBITAG FTDLTDI————{ A3 o ———{TTAG ToI]
[USBITAG3VE}———— biR5 d
L USB-C INPUT / SEPARATE VBUS TVS / SHIELD (J500 / D500 / D501)
[oGND]
— 0501 i
TPDLE10BOBDPYR
L0 1. Function: Receive USB VBUS and D+/D—: R500/R501 identify a sink. D500 protects D+,/D-:
uspesso-cr-n (peo] D501 is a separate VBUS TVS. C510 bypasses VBUS; C522/FB503 return the shield to DGND.
<>
VBUS_AL L ~ N
veus o |22 2. Source / changes: Inherited BRK8305 A0O3 JTAG sheet 8 (PDF p4), adapted by Codex: on 520
o L) % https://pins.opalkelly.com/downloads/583/download?categary_id=3 1000 1000
vaus o0 |8 csto J500 changed from USB4120-03-C to horizontal USB4110—GF—A. R500=R501=5.1k, C510=10nF, J J
Q 1onf C522=100nF and FB503=220 ohm @100MHz retained. Source DNP R504/R505/R506 (0 ohm [ocND] 9 b [ocND] Q
o shield bypasses) and J501 omitted; shield remains on its own net. 3 9
ccins (oGN] "T "T V39: D500 pins 2/9 disconnected from VBUS and explicitly NC; D+/D— protection unchanged. SHTGXCITASOBVR ]
Codex added D501 TPD1E10BO6DPYR from VBUS to DGND using Tl application guidance.
osvorguoLp—7 ) This is a carrier adaptation, not an unchanged manufacturer reference circuit. [USBITAG_FIDLTDO}——— A a4 {JTAGT00]
Diodes D5VOFS4U10LP, DS39520 Revi—2 (Sep2017), ppl—2: pin map / holding ratings.
0P1_AG |8 https://www.diodes.com/datasheet/download/D5VOFS4U10LP.pdf [DeND}———— virs 2)
e op2.86 |86 =] TI TPDLE10BO6, SLLSEB1G (Aug2024), pp3—5,8,11: pins, ratings, mode and layout; 3
7 1 DPYO002A drawing 4224561/C (Jul2024): 0.3x0.5mm lands, 0.7mm pitch. ~
i v LA https://www.ti.com/lit/ds/symlink/tpd1e10b06.pdf
- e D501 removes the VBUS connection to D500°s low—holding channel; this is not ESD qualification.
| Rl = {0 TVS clamp can exceed C511 6.3V and U501 VREGIN 5.5V operating limits; FB502 attenuation (DeNo] [
© and VREGIN transient withstand need manufacturer quidance and bench validation.
55 fecas Kat USB enumeration/EMC remain unverified.
o . (o= V41: C510 changes KEMET C0402C103K4RACTU to Samsung CLO5B103KB5NNNC.
3 3 o Same 10nF/10% X7R/0402; rating 16V to 50V. Samsung product sheet, Size/Characteristics:
< st 3 s s https://product.samsungsem.com/mlcc/CLOSB103KBSNNN.do (accessed 180ct2026).
2 9 a 3 2 2
Ra €519 €526
1000 1000
R e e R
[ocND] [ocND]
[USBITAG_FTDI_THS]———— A3 o ———{JTAG WS
2208 et0omtz oRS P}
[oGND]
S S
Unchanged V41 circuit; D601 PCB placement revised for underside visibility
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